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_ FIBERGLASS
HINGED PANEL FOR FILLING AND
INSPECTION

GRATE GOES HERE
250 GAL FUEL OIL TANK - PLAN

SCALE : 1°=2"-0"

DOUBLE WALL PIPING
TERMINATION
ASSEMBLY — SEE
DETAL

82 FUEL OIL

250 GAL
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L2X2X1 /4" STEP

250 GAL FUEL OIL TANK - ELEVATION

SCALE : 1"=2'-0"

AMERON DUALLOY
CLAMSHELL ATTING /

3" FG CONTAINMNET
PIPE — AMERON
DUALLOY 3000L

COPPER RETURN
LNE

COPPER SUPPLY
LINE

DESCRIPTION

AREQ-POWER

UNITIZED FUELER,INC.

4"-8 OZ. EMERGENCY VENT — SHIP LOOSE

2" VENT PPE - 4’ LONG 103 SMITHTOWN BLVD

SMITHTOWN, NY 11787

FURNCO REDUCING BOOT

2" LEVEL GAUGE — SKULLY GOLDEN GAUGE

DRAWNSHEGAL GENERIC

FUEL OIL TANK
FOR SUFFOLK COUNTY

3" THREADED FG STUB

4"X3" REDUCER FURCO BOOT

DOUBLE TAP

DUPLEX BUSHING 4 THREADED PIPE STUS
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DW PIPING TERMINATION DETAIL

SCALE : NONE
10° NAX EXTERIOR WALL OF
BUILDNG
COPPER SUPPLY AND \
ZrC ORNTADNINET  CETURN LINES
DUALLOY 3000 SILICONE THROUGH WALL
SEE DETAL / SUCONE
VENT PPE ] EY
NOT SHOWN.
FOR CLARITY

—PIPING TO SLOPE 1/18" PER FOOT TO TANK \

INSTALLER TO SUPPLY AND
INSTALL A PROPERLY SIZED
ANTI SYPHON VALVE ON THE
SUCTION LINE AT HIGHEST
PONT IN THE PIPING SYSTEM

250 GAL FUEL OIL TANK - SECTION AA
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2" VENT WHISTLE
3" CHANNEL RALLS (2)
2" FNFT FITTING
4" PIPE STUB T.OE.

NOTES:

1. PRIMARY TANK: =z
SHELL — 12 GA. HEAD - 12 GA. Q
CONTAINMENT: 10 GA. W

2. MATERIAL — NILD CARBON STEEL m

3. FACTORY TEST AT 5-7 PSIG. a
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4. ENTIRE UNIT UL LISTED AND IS FOR OUTSIDE USE. =

6. EXTERIOR FINISH — SSPC~SP7 BRUSH OFF BLAST =]

CLEANING & MAB PLYMASTIC 101 WHITE EPOXY. m

6. ALL DIMENSIONS ARE APPROXMATE. w

7. CONTAINMENT CAPACITY >150%

8. PRIMARY TANK SHELL AND HEAD WELDS TO BE AS

SPECIFIED N UL142.

9. ANY JOINT NOT DETALED SHALL BE A FuLL

FILLET WELD. m

10. A 5' WIDE X 8' LONG X 8" THICK CONCRETE PAD

REINFORCED WITH BX6 10—10 WWM MUST BE PROVIDED.

TANKS LOCATED N HEAVLY TRAFFICKED AREAS MUST BE

PROTECTED BY TRAFFIC BOLLARDS. ~THE BOLLARDS NUST BE

MADE OF SCHB0 STEEL PIPE. CONCRETE FILLED AND SET IN i

THE GROUND TO A DEPTH OF 4. THE BOLLARDS WL BE =<

SET IN CONCRETE FOOTINGS. THE BOLLARDS SHALL BE A a

MINIMUM OF 4° ABOVE GRADE. BOLLARDS SHALL BE PLACED

ND MORE THAN 4 APART.
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ALL RIGHTS RESERVED. THIS DRAWING
OR _ANY PART THEREOF MUST NOT BE
REPRODUCED IN ANY FORM_WITHOUT
WRITTEN PERMISSION OF AREO-POWER

UNITIZED FUELER, INC.
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